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CONSTRUCTION LEGEND | CONSTRUCTION NOTES STANDARD PLANS CONVENTIONAL SYMBOLS
CHECKED BOXES ARE FOR ITEMS APPLICABLE TO THIS PROJECT - XISTIN PROPOSED
[TEMS UNDERL INED TO BE CONSTRUCTED CALTRANS - STANDARD PLANS. MAY 2006 EXISTING MRS IS E RS
(1) PORTLAND CEMENT CONCRETE CURS AND GUTTER o 1. PRIME CONTRACTOR LICENSE REQUIRED: CLASS A. C12. OR C32. 0. PLAN S CURE e '
PORTLAN MENT CONCRETE CURB ) — CURB AND GUTTER T l
(2) PorTLAND CcE o 2. NO WORK SHALL BE ALLOWED TO COMMENCE WITHOUT PRIOR APPROVAL cuTTeR S B
@ ASPHALT CONCRETE CURB - OF THE ENGINEER AND APPROPRIATE BARRICADES IN PLACE. e | ,-
PAVEMENT CONCRETE | o \
(4) PORTLAND CEMENT CONCRETE LONGITUDINAL GUTTER & 3. ALL EXISTING STRIPES AND MARKINGS WITHIN THE SCRUB SEAL OR rc T T \
) MICRO-SURFACING WORK AREAS SHALL BE COMPLETELY OBLITERATED. I )
(5) PORTLAND CEMENT CONCRETE SIDEWALK. 4” THICK PRECAUTIONS SHALL BE IMPLEMENTED TO PREVENT DAMAGE TO THE ~
(6) PORTLAND CEMENT CONCRETE SIDEWALK., 6" THICK UNDERLYING PAVEMENT. FORE RAME o2
X
[J 4. PRIOR TO SCRUB SEALING. ALL PAVEMENT CRACKS SHALL BE CLEANED BUILDING \
(1) PORTLAND CEMENT CONCRETE PAVEMENT ON BASE MATERIAL OUT AND BLOWN WITH COMPRESSED AIR THEN TREATED ONCE WITH SOIL A |
ASPHALT CONCRETE PAVEMENT STERILANT. PAYMENT SHALL BE CONSIDERED AS INCLUDED IN THE | BARRICADE D
CONTRACT UNIT PRICE FOR RUBBERIZED POLYMER MODIFIED EMULSION. FENCE - s
(3) ASPHALT CONCRETE PAVEMENT ON BASE MATERIAL STANDARD PLANS FOR . cUY POLE °
[0 5. PRIOR TO APPLYING SLURRY. FILL ALL HOLES AND CRACKS WIDER THAN | |
ASPHALT CONCRETE PAVEMENT. VARIABLE THICKNESS 1/4" WITH SS—1h EMULSIFIED ASPHALT AND SAND. PAYMENT SHALL BE PUBLIC WORKS CONSTRUCTION. 2006 EDITION DR IVEWAY VN AT
CONSIDERED AS INCLUDED IN THE CONTRACT UNIT PRICE FOR STD. PLAN TITLE T
@ STABILIZATION GEOTEXTILE RUBBERIZED POLYMER MODIFIED EMULSION. FIRE HYDRANT Cr
GUARDRAIL e T
(12 SLURRY SEAL TYPE 2 & 6. DO NOT APPLY SCRUB SEAL COAT OR MICRO-SURFACING OVER CONCRETE CUY WIRE ,
() COLD MILL ASPHALT CONCRETE PAVEMENT SURFACES. MANHOLES. VALVE COVERS. UTILITY BOX COVERS. N
ADJOINING WALLS. OR FENCES. MANHOLE ©
DRIVEWAY
[]1 7. STANDARD PLANS REFERENCED ARE PER THE STANDARD PLANS FOR PIPE CONNECTOR PIPE emccme——s
(19 ALLEY INTERSECTION (ON 6 CMB) ~ PUBL IC WORKS CONSTRUCTION (SPPWC) UNLESS OTHERWISE NQOTED. MAIN L INE bl
CROSS GUTTER (ON 6" CMB) M 8. JUDIN EXISTING DRIVEWAYS., CROSS-GUTTERS. LONGITUDINAL GUTTERS., POLE O
(3) RETAINING STRUCTURE AND LOCAL DEPRESSIONS ALONG EDGE OF CONCRETE PAVEMENT. UNLESS PROPERTY L INE
OTHERWISE SHOWN. MAINTAIN DIMENSIONS OF THE LOCAL DEPRESSIONS. NON= STANDARD ABBREVIATIONS W LINE
DRAINAGE SYSTEM AS SHOWN ON SHEET INDICATED _
BW BACK OF WALK PULL BOX &=
REINFORCED CONCRETE STAIRWAY COM COMMERC 1AL RATLROAD L
CURB RAMP. CASE —_, TYPE ___. SECTION : DEP DEPRESS _
DETAIL __ UNLESS OTHERWISE SHOWN cp COGE OF PAVEMENT RROXING PROTECTION %
(27) CONCRETE BUS PAD LACDPW  LOS ANGELES COUNTY DEPARTMENT OF PUBLIC WORKS SHRUB -
LD LOCAL DEPRESSION STIDEWALK T ,I\’A; :5;5:55-:5555;..-;;:;;:-;-;;;;;:.-;5?55;
ASPHALT RUBBER HOT MIX (ARHM) T LEET SHADED IF NOT
PWE B PUBL IC WORKS FIELD BOOK — FONTINUOUS
G3) RUBBERIZED ASPHALT CONCRETE (RBAC). VARIABLE THICKNESS s oS ) oo - SIGNAL CONTROL BOX =
OR ASPHALT RUBBER HOT MIX (ARHM), VARIABLE THICKNESS L UBL S TGNAL ELASHING o
U.P.R.R. UNION PACIFIC RAIL ROAD
FURNISH AND PLANT TREE (PER CONSTRUCTION NOTE 6) o S onT TRAFF LG of
e @5 DROP CROTCH TRIM AND ROOT PRUNE TREE. FURNISH AND SPPWC STANDARD PLANS FOR PUBLIC WORKS CONSTRUCTION LOOP
';\%\I INSTALL ROGOT CONTROL BARRIER _ MBGR METAL BEAM GUARD RAIL STREET LIGHT &
"R A T MANHOLE
™ - CONSTRUCTION SYMBOLS PALM TREE %
DOUBLE ADJUST MANHOLE >
f (o) INDICATES WORK PER CONSTRUCTION LEGEND OAK TREE =
N RECONSTRUCT MANHOLE -
THER TR L
o () CURVE DATA SHOWN IN TABLE ON PLAN REFERENCES OTHER TREE
gq TREE WELL COVERS. TYPE L CASE ) VALVE & |
: ()2-P2 ABOVE LINE: INDICATES THE TYPE OF STANDARD OR MATERIALS TEST REPORT VAULT % |
& CURB DRAIN, CASE ______» N =__ THICKNESS OF SURFACE MATERIAL IN AUGUST 17. 2009 |
| INCHES: STD PLAN VARIABLES: CURB RAMP BRICK (BLOCK) WALL —mo———— =1 — |
| @ PARKWAY DRAIN, INLET TYPE _____ . S =__ CASE,TYPE.SECTION AND DETAIL: OR TREE SURVEY . LONCRETE WALL  —— |
2! RUBBER EMULSION AGGREGATE SLURRY PLANTING CASE COMREIE WAL mEE T |
S (2 RuBBERIZED EMUL ( )e—cygBELOW LINE: REFERENCE TO DETAIL OR THICKNESS OF BASE STONE WALL S U |
= @ CHAIN LINK FENCE AND GATES, H= MATERIAL IN INCHES OR TREE WELL CASE
y ol UNLESS OTHERWISE SHOWN 0y b TOP OF SLOPE v
32 (5)&X5 ABOVE LINE: a = LENGTH PARALLEL TO CURB
w S| TERMINAL SYSTEM END TREATMENT (AS SHOWN) 5 = LENGTH PERPENDICULAR TO CURB TOE OF SLOPE ,
- a.
wo | I |
- 2|l (G5 METAL BEAM GUARD RAIL (PER CALTRANS STD PLAN ATTA1) . STAND PIPE ® |
w
23 (J~—R REMOVE TREE | FLOW LINE |
g = DETECTABLE WARNING SURFACE I |
o
D(..)l a, b . = |
5 5 u (422 ABOVE LINE: a = WIDTH OF DRIVEWAY BEHIND APRON
25| (1) SCRUB SEAL COAT. MEDIUM FINE (54¢") 37 P2 0 D ICTANCE BACK OF  APRON ;
! @ MICRO-SURFACING TYPE 11 “'s BELOW LINE: THICKNESS AND TYPE OF SURFACE |
| O MATERIALS BEHIND APRON |
: <\~ LEFT OF LINE: STA OF THE DRIVEWAY APRON :
V=0 RIGHT OF LINE: DRIVEWAY WIDTH “W” OF APRON ;
5 ol | AC PAVEMENT CLASS AND GRADE LEGEND '
%3:: 1)t S R T ABOVE LINE: STD PLAN VARIABLES 51 C2-PG 64-10 P3 B-PG 64-10 |
| L LEFT OF LINE: STA OF THE STAIRWAY B-PG 64-10 54 D2-PG 64-10 |
3 > RIGHT OF LINE: STAIRWAY WIDTH AND TYPE 55 C2-PG 64-10 I
=] <
= = “PH078530* ;
%@ COUNTY OF LOS ANGELES DEPARTMENT OF PUBLIC WORKS |
=2l @)  MEDIAN TAPER PER STD PLAN 140-2 |
g =] |
__6. BOWETT LAS FLORES CANYON ROA T .
o @) MEDIAN FLARE PER STD PLAN 141-1 _C 6126 0 OAD. ET AL |
2 \er 08500 ) NOTES & REFERENCES I
= O«—RU UTILITY TO BE RELOCATED BY OTHERS ADDED "MEOIUM FINE” TO ITEM T71. %
<T I 12728709 BB REMOVED " ON ITEMS 71 AND 72. '
e ) REMOVED CONSTRUCTION NOTE 9. PROJECT ID NO. RDC0O01494¢ |
ELc";| DATE MK DESCRIPTION e : 30 Sop 200 |
- REV IS IONS LA LA ] FCAX2301491 |DWG PHO78530 SHEET 2 OF 4 |
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